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Abstract. The extensive enhance of using air conditioning to cool and ventilate buildings 
in hot - arid climate regions have turned into an actual crisis since these systems consume 
high load of electricity. Recently, green ventilation features such as wind catchers have 
been utilized as a solution in order to improve indoor air quality and decrease energy 
consumption. The most common ventilation device in hot and hot-humid areas of Iran 
was wind catcher or “Badgir”. This study is an outline of the results of a research on the 
wind catcher element in the traditional architecture of Iran. An appraisal of the wind 
towers' individuality with prominence on their morphology is presented and classification 
of the wind towers based on their physical characteristic and parameters are thus proposed. 
This paper also presents a limited wind driven simulation results which shows the impact 
of different square wind catcher’s plan geometry on the indoor ventilation rate. The 
simulations accomplished using computational fluid dynamics (CFD), reveal the effect of 
four different square wind catchers on the indoor ventilation rate. 
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1. Introduction 
 
Wind tower is one of the vernacular elements which is widely used in hot, hot dry and hot humid climates 
especially in countries like Iran [1]. They are tall towers on the building’s roof tops with several vents to 
capture wind for cooling the interior spaces [2]. This is one of the most beautiful connections between the 
architectural design and natural environment for conserving energy on the basis of sustainability principle. 
Wind catcher openings are usually positioned facing desired wind directions [3]. Wind catcher functions 
based on pressure difference between leeward and windward which is positive in inlet opening and negative 
in outlet vent. Venturi effect causes air to come down through the wind catcher channel at a higher velocity 
and lower pressure [3]. The desert areas experience cool nights and hot days and the temperature difference 
between night and day is high. Mud brick partitions are elements in wind tower which divide it into several 
shafts having a significant role on the performance of the wind catcher [4]. These partitions form a plane 
grid of vents ending to a heavy masonry roof on top of the tower. There are two kinds of partitions 
including main partition and secondary partition. Main partitions are long walls which are started between 
1.5-2.5 m above the ground floor level [5]. These partitions form the cross section of the tower. They are 
varying in different towers based on the position of them. The most commons are in the forms of I, H and 
diagonal [6]. Secondary partitions remain as wide as the external wall, about 20-25 cm [7]. A shaft can be 
subdivided by a number of additional partitions performing either structural or thermal role. According to 
fluid dynamics and Bernoulli's principle for an inviscid flow, an increase in the speed of the fluid occurs, 
when the air passes through narrow sections, air velocity rate increases[8]. These partitions have two main 
roles to increase the air flow rate and to increase air contact. So warm air losses heat when it meets the 
partitions in inlet opening which were cooled last night. During this mass transfer the material of partitions 
which is mud brick has significant role. It has high capacity of heat storage and gives back stored heat 
during the night and are also good in absorbing heat. Thus wind with less heat will enter the space. 
Therefore, during the night when the outdoor temperature is low the walls temperature falls down and 
helps to cool the interior space during the next day [7]. Wind catchers operate well when the wind velocity 
is more than 3 m/s [9]. When the wind velocity is less than 3 m/s, the heat released by the wind catcher 
heats up the air inside it and drives the heat upward and outside the building [10]. 
 
2. Previous Works 
 
Recently huge attention has been drawn towards sustainability with the aim to counter with energy crisis. 
There are several reports available about the performance of wind catcher and the design of modern wind 
catchers [11]. Elmualim [12] has investigated the performance of wind catchers by different modeling 
techniques including wind tunnel testing, salt bath, computational fluid dynamics(CFD). Elmualim and 
Awbi [13]also carried out experimental investigation and CFD simulations to evaluate the performance of 
square and circular plan wind catchers. Results show that the efficiency of four-sided wind catcher is much 
higher than that of the circular one under the same wind speed. They explained that this is due to the sharp 
edges of the square tower creating a large region of flow separation and higher pressure difference across 
the device. Bahadori [14]detected the pressure difference between the inlet and outlet opening by 
conducting flow fluid analysis. He also designed two new wind catchers which utilize evaporation cooling 
through wet surfaces and wet columns [15]. Yasmina Bouchahm [16] analyzed the performance of wind 
catcher in an actual office building in Algeria (hot and arid climate).In this investigation, the interior air 
temperature and humidity of air are measured and compared with the outdoor values. Measurements were 
performed under two conditions “with and without evaporative potential”. A mathematical model of the 
wind tower was developed and validated using the measured data. The amount of heat absorbed in the 
process of water evaporation is very high in comparison with other modes of heat transfer common in 
buildings. A 500mm square wind catcher system connected to the room has been modeled for different 
wind speeds in the range of 0.5–6 m/s and four different wind directions [17].The numerical results 
generally agree with the published experimental results of a wind tunnel experiment. The numerical results 
demonstrate that the wind catcher performance is greatly influenced by the external wind speed and 
direction with respect to the wind catcher quadrants. In all cases studied, the maximum velocity of air 
entering the room is close to the external wind speed and the wind catcher system is found to be an 
efficient way of channeling fresh air into the room. The study also shows that the airflow rate of the air 
entering the room increases with the wind speed and slightly decreases with the wind incidence angle when 
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the wind speed is lower than 3 m/s. The performance of a cooling tower was studied for different climatic 
regions of Jordan, such as the desert areas where air conditioning is needed most [18]. It was found that 
under those climates, the height of the tower necessary to create proper air flow is less than 9m. This is in 
contrast to the traditional design which may reach up to 15m in height. The common behavior for the three 
zones is that relative humidity of air leaving the tower steadily increases with the height until a certain value 
of height (about 9m) is reached. Any further increase in height will not significantly increase humidity 
because air approaches saturation. 
According to literature review most of the previous CFD studies on wind catchers are conducted to 
evaluate the performance and validation issues for simple design of wind catchers and the effect of plan 
geometry of wind catchers on ventilation rate is neglected. This paper focuses on studying the influence of 
different wind catcher’s plan geometry on the indoor ventilation rate. In the present study, CFD 
commercial code was used to evaluate the ventilation rate through different apertures of wind catcher. 
Wind tunnel experiments accomplished by Mahyari [3] was used  To validate the CFD results. this paper 
also provide a review of the wind towers' characteristics with emphasis on their morphology and 
categorization of the wind towers based on their physical attributes and parameters are thus proposed. 
 
3. Categorization of Wind Catchers 
 
Wind catchers are categorized based on their attributes such orientation and plan form which is described 
in this session. 
 
3.1. Categorization of Wind Catchers Based on Orientation 
 
Wind catchers are categorized into five groups based on their direction (Fig.1). 
 
3.1.1. The one directional towers 
 
These towers have sloping roof and each has one or two vents only which are generally positioned to 
north-west or north. Only 3% of the wind towers in Yazd were unidirectional [2]. 
 
3.1.2. The two directional towers 
This type of tower is divided into two shafts by a vertical brick partition. These two vent wind catchers are 
often referred to base on direction, such as north-south towers. In a survey by Roaf [2], 17% of the towers 
are of this kind in Yazd and all are found on the ordinary houses. 
 
3.1.3. Three-sided wind-catcher 
This type of wind-catcher is not common, but can be found in Tabas (Iran). 
 
3.1.4. The four directional towers 
According to Roaf [2], four directional towers are the most popular wind towers. They have four main 
vertical shafts divided by partitions.  Almost all wind towers in hot humid region are the four sided type 
whereas more than half of wind towers in hot and hot-dry climate are of this kind [19]. 
 
3.1.5. The multi directional towers 
 
In a survey by Roaf [6], only 2% of the wind catchers of Yazd are in this kind. This type of wind catcher is 
commonly equipped with a water cistern. 
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Fig. 1. (a) One, (b) two, (c) four, and (d) multi directional wind catchers plan. 
 
3.2. Categorization of Wind Catchers Based on Plan 
 
Generally speaking, wind catchers can be found in the eastern regions such as Iraq, Afghanistan, Pakistan, 
and Iran. In Iran they come in variety of cross sections and forms in Iran (Fig. 2) such as circle, octagon, 
polygon, square and rectangle. However, no triangular wind catcher can be found in the Middle East [19]. 
Wind catcher with a circular plan is very rare and such type of wind catchers were not used in common 
houses. One, two and four directional wind towers usually have rectangular plans whereas the square form 
is used in the four directional wind towers. Eight directional wind towers are those with an octagonal plan. 
 
 
Fig. 2. Categorization of wind catchers. 
 
 
4. CFD Simulations 
 
In this study Fluent Computational Fluid Dynamics (CFD) package is employed. There are a number of 
causes for this choice: cost effectiveness, superior flexibility [20], fine accuracy and the capability to 
propose comprehensive information. The experiments consist of four different types of square wind 
catchers of Yazd (model 1 to 4) as shown in Fig. 3 with different blades form. The date selected in the 
simulation was on the 23rd of July which represent the hottest day in Yazd. The height of the simulated 
wind catchers which was 8.5 meter choosing based on the average height of the Yazd square wind catchers. 
The ratio between width and length of the room connected to the wind catcher varies in Yazd from 1-1, 1- 
1.2, 1- 1.3 and 1 - 1.5. The ratio 1 to 1.5 as a large module was chosen for the simulation. The room had a 
0.7m by 1.5m window in south east elevation. The best position of this window was determined by several 
simulations which are seen in Fig. 4. The average wind velocity assumed in the simulation was 5m/s which 
is the velocity at 10m above sea level measured at Yazd weather station. A domain was defined around the 
wind catcher to find out the real amount of wind velocity around the wind catcher. The value of air velocity 
in entrance vent of wind catcher and mass flow rate of different aperture of wind catcher were calculated by 
Fluent software in order to evaluate the ventilation rate. 
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Fig. 3. Four models of square wind catcher. 
 
 
Fig. 4. Velocity contours by changing the position of the window. 
 
5. Mathematical Model Setup 
 
5.1. Geometrical Model 
 
As shown in Fig. 5, a three dimensional square wind catcher model of dimension 150cm by 150cm with a 
height of 8.5 is connected to a 6 by 4 room. Outdoor temperature and wind speed were set at 310 Kelvin 
degrees and 5 m/s, respectively, with wind angle of 0 degree. The only variable was the geometry of the 
wind catcher plan. The geometry of these models were generated by Gambit 2.4 software and simulated 
with Fluent 6.3. In order to reduce the bulk of the simulations, half geometry with a symmetry plane was 
used and the number of mesh was increased for accurate results. The dimension of the domain was 100m 
length, 23.5 m width and 28.5 heights which had a volume of 67000 m3. 
 
 
Fig. 5. Dimensions of wind catcher and room. 
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5.2. Mesh Design and Boundary Condition 
 
The k-ɛ model was adopted as a viscous model which is the best choice in solving an out region flow by 
medium mesh size [21]. The total number of grid in all simulations was approximately 2600000. Structured 
hexahedral mesh which had stretched over the wind catcher edges was used for the models (Figs. 6 and 7). 
The pressure inlet boundary condition was assumed for the entrance air and the pressure outlet was 
assumed for the exit air. 
 
Fig. 6. Side and front elevation of wind catcher geometry with hexahedral structural mesh. 
 
 
 
Fig. 7. Geometry of wind catcher and domain. 
 
6. Results 
 
As shown in Figs. 8 (a-d) air velocities decreased in windward and increased in leeward when the wind 
contacts the wind catcher. When air meets the non-aerodynamic substances, wake which is an area with 
high pressure and low velocity constituted due to the separation. We have a turbulence stream in wake area 
where fluid is usually turbulent and cross air value decreased which caused higher air velocity on leeward. 
Hence, in simulated models, the wind entered the channel with lower air velocity which was around 1m/s 
depending on the wind catcher geometry and fresh air entered the room via a part of the duct and left the 
tower after circulating through the room (Fig. 9). Indeed this duct played a significant role in driving the air 
from the outlet vent. Table 1 and Fig. 10 present mass flow rate and air velocity in different point of wind 
catcher. According to the CFD results, model 3 which was the wind catcher with plus blades form provides 
a higher efficiency in ventilating the indoor air. 
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Fig. 8. Air velocity contours in horizontal plane in square wind catchers: a) X-blade form; b) K-blade 
form; c) plus blade form; d) H blade form. 
 
 
 
Fig. 9. Air velocity contours in symmetry plane in square wind catcher: a) X-blade form; b) K-blade form; 
c) plus blade form; d) H blade form. 
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Fig. 10. CFD simulation result reference. 
 
Table 1. CFD simulation result. 
Blade form X K PLUS H 
Air velocity on windward 0.88 0.86 1.11 0.67 
Mass flow rate on windward -1.10 -1.08 -1.34 -0.90 
Mass flow rate on duct 0.20 0.24 0.90 0.20 
Mass flow rate on surface A 0.55 0.54 0.53 0.49 
Mass flow rate on surface B 0.32 0.29 0.65 0.31 
 
To validate the CFD results, Mahyari’s [3] experimental results were used. The study was accomplished 
in a boundary layer wind tunnel using a scaled model of typical courtyard house equipped with a number of 
wind catchers. In Mahyari’s experiment, a “cross” shape square based design of a wind catcher attached to a 
model of a house was examined which was the same as CFD model. To determine velocity and velocity 
coefficient in each individual shaft, four probes of anemometers, depending upon the numbers of the 
shafts, were used in the centre of each shaft vertically. For the purpose of comparison, the air velocity value 
from CFD simulation changes to velocity coefficient.  The velocity coefficient which is a dimensionless 
value is defined as the ratio of the value of velocity at the point of interest to the value at the reference 
height represented in Eq. (1). 
     = 
  
    
 (1) 
where    is the mean or peak wind speed at the point of interest and      is the mean or peak wind speed 
at the reference height. Table 2 shows a comparison between the measured and calculated velocity 
coefficient through windward and leeward of the wind catcher at air incident angle of 0º. Generally good 
agreements were achieved. 
 
Table 2. Comparison of velocity coefficient for different angle of wind in CFD and wind tunnel 
experiment. 
Case Windward Leeward (B) Leeward (A) 
EXP.  +0.97 -0.55 -0.39 
CFD +1.09 -0.56 -0.46 
 
7. Conclusions 
The wind catcher is an intelligent exploitation of wind energy which makes possible thermal comfort in hot 
region. The major advantage of the wind towers is that they are passive systems, requiring no energy for 
their operation. Wind catchers can be categorised based on the ratios between their different parameters 
such as height, width, and length as demonstrated in this study. The categorisation and performance study 
of wind-catchers as undertaken in this study are the initial efforts towards providing a more comprehensive 
guide of wind tower designs for passive cooling. Performance of four different square plan wind catchers 
was investigated in this study and the ventilation rate which was provided by plus form blade wind catcher 
was higher compared to other investigated geometries. The simulations carried out using CFD, 
demonstrate the effect of four different square wind catchers on the indoor ventilation rate. In order to 
validate the simulations, wind tunnel experiments of Mahyari [3] were used. 
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